Quick Start for

SUN Conﬁgurahon Tool

Ref. 5126 17

Requirements

The basic requirements for the SDN Configuration Tool are as follows:

> Windows 7 PC with SDN Configuration Tool installed
> Motors connected through an RS485 USB interface
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. D - NodeType Label
;=] pevices
Open the SDN Configuration Tool after having installed it
Click on «not connected»
Select the port to connect
) You are now connected
Available ports x
COM2(silicon Labs CP210x USB to UA...
e er 2 o NN e
. P oo | 2. DEVICES
D 4 NodeType Label GetLabeljob
CEVICES 0A0007 LSUs0 MyBuilding e)
oneoon . e © Click on Discover or o to manually add motors
0A0014 LSUs0 Fr Office [e)
130759 ST50DC Floor 2-12 [e)
Select the motor(s) you want
1307BA ST50DC Floor 2-13 [}
) Use CTRL to select several motors.
Click on a node type to select all motors types of the list
(the software will automatically select all corresponding
motors)
oncontaren er 2 o NN e
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D -~ NodeType Label GetLabeljob INFO SETTINGS ~ CONTROL ACTIONS DIAG .
CEVICES 0A0007 LSuUs0 MyBuilding et
0A000A Lsuso MyBuilding @ LSUS0 Motor Firmware version
0A0014 LSUs0 Fr Office L.
FRMWARE VERSION Current position
130759 ST50DC Fioor 212 I} 5071757-X19-2
13078A  STSODC ez gy Intermediate positions (IPS)
REFRESH 0 O p
Pulses
IPS (2)
11 5 360 9 @ 130 |
20 6@ 100 14 @ Important.
e 7o me 1o On every action you make, check the result
4 0 8 @ 120 16 @
thanks to the the feedback information :

If? : Positive feedback
Q : Negative feedback
A : Error (mouse over for details)
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‘ 0A000A LSUS0 MyBuilding %)
s E 0A0014 LsUs0 FrOffice %)
130759 ST50DC Floor 2-12 %) L
1307BA ST50DC Floor 2-13 %) MyBuildin 4
o SET CLEAR
ROTATION DIRECTION
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cecoo coeo
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0
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CLEAR SET
> Set groups > Set up & down end-limits
~ SDNConfigTool [P
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DEVICES I 0A0007 LSU50 MyBuilding [4] ® 0
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s E 0A0014 LSUs0 Fr Office %)
130759 ST50DC Floor 2-12 [é]
1307BA ST50DC Floor 2-13 [6]
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@ Pulses

> Set rolling speeds

2.2 SETTINGS

> Rename each motor to identify them easily
> Change the rotation direction

I According to the motor type, the settings possibilities can
be different.

crmes cowmor acons one WFO  SETTNGS  CONTROL  ACTIONS  DIAG
cooeo 0o0coe
NTERMEDATE PosTIoNS
IP1
2 8 ERASE ALL
rpm
Rolling speed P % Q Ppulses
> < >
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Slow rolling speed SET CURRENT

> Set Intermediate position

in % or pulses

2.3 CONTROL

> Control your motor(s) (up/down/stom/my: favourite posi-
tion) and Intermediate Positions in % or pulses.

> Go directly to a desired position in %

> Go to the next Intermediate position
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ID “ NodeType Label GetLabeljob INFO SETTINGS ~ CONTROL  ACTIONS DIAG
DEVICES 0A0007 LSuUs0 MyBuilding f]
0A000A LSUs0 MyBuilding 0 CHECK FIRMWARE )
> Update firmware version
0A0014 LSuUs0 Fr Office f]
130759 ST50DC Floor 2-12 (} UPDATE FIRMWARE
s B0TBA STSODC rewss 0 > Wink motor (visual feedback)

o VISUAL FEEDBACK

> Reset motor to factory default settings
FACTORY DEFAULT

a 0= = . |25DIAG

D - NodeType Label GetLabeljob INFO SETTINGS  CONTROL ACTIONS DIAG
DEVICES
0A0007 LSU50 MyBuilding e} ® 0 . . .
> Allows to display the datas linked to the motor function-
0A000A LSUs0 MyBuilding [} )
REFRESH ning records.
0A0014 LSUs0 Fr Office [}
130759 ST50DC Floor 2-12 [}
TOTAL MOVE COUNT
1307BA ST50DC Floor 2-13 {_‘7

o OBSTACLE COUNT

POST OBSTACLE MOVE v

POWER CUT COUNT

RESET COUNT
58 196

_— = | 3ANALY/ZE

Time  Command NodeType ~ Source  Destination Data
0 SET_NETWORK_CONFIG MASTER 000001 FFRFFF FFFFFFFFFFOOFF I
66 semopEbscovery ST ooooor e . > Allows to visualize and record the communication datas
117 GET_NODE_ADDR MASTER 000001 FFFFFF on the SDN netWOFk.
ST50DC
252 POST_NODE_ADDR MASTER 130759 000001
304 POST_NODE_ADDR Lsus 0A0007 000001
- ~ MASTER
~
000001
0A0014 POST_NODE_ADDR
1307BA POST_NODE_ADDR

orooon < POST_NODE_ABEC
0a0007 2479 ms
130759
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- SoNConfigToo!

CHANGE

AR FRUWARES PATH

I .
D:/UserslrouxmoDliDownlcads

P TYPE > Select SETTINGS
o FLENAME VERSION
' sastssone S071757:X192 LU0 > FIRMWARE
| smossns - soT1757203 L5Us0 > Select the folder on your computer where the firmware are

FIRMWARE | sa00155 Aon seingTolopk  5102155-A07-1  SETTINGTOOL L ocate d

B FIRMWARE

6 THEME

suaoe A2 STSOCHK  5123276-A120  ST50DC

> This is automatically the latest firmware which will be used

5114041 A15 STSOOCHRk  5123276-A15-0 ST50DC

— ——— = for the firmware update.
SIMAABSTIOCHE  5123276-A18-0  STSODC
Sh
S smweans st > Select your prefered unit to display by default in the appli-
cation

> Select the color theme
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